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TYPICAL EXCITATION CURVE for WICC MODEL 2SP at 60HZ

10-4 10-3 10-2 10-1 100 101

EXCITING CURRENT (amp)

* "xxx" describes termination: "T" FOR SCREW TERMINALS, "Lyyy" FOR LEAD WIRES (Where "yyy" is the lead length in inches. For 
example, "L24" represents 24 inch long lead wires.) 

W.I.C.C. PART 
NUMBER * 

 
RATIO 

ACCURACY @ 60HZ 

± % BURDEN (VA) 

NOMINAL WINDING 
RESISTANCE (ohm) 

2SP-100-00-xxx 
2SP-200-00-xxx 
2SP-300-00-xxx 
2SP-400-00-xxx 
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SPLIT CORE CURRENT 
TRANSFORMER 

MODEL 2SP 

0.90" x 2.13" 
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NOTE ON ACCURACY: Because of the inherent design of this type of current transformer, accuracy is defined, in part, by the care with 
which the user installs the device. It is imperative that absolute cleanliness of the core mating surfaces be maintained during installation. 
Accuracy listed is verified at time of shipment and, with proper installation, should be realizable in the field. 

LEAD WIRE 
SIZE (AWG) 

12 
14 
16 
16 
 


